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Technical Data Sheet 

AS-1400 / AS-1401 / AS-1402  
All-TACK  

  

Description 

An ever-tacky, reusable putty sealant that provides a safe and clean alternative to pins and 
tapes for various uses at home, school or office. All-TACK can be completely removed without 
damaging painted surfaces. By folding and kneading the used adhesive putty, All-TACK 
becomes sticky again and ready for reuse. 

 

Features 

 No nail, pin, tape and tacks 

 Clean, safe and easy to apply 

 Fast and clean bonding 

 Removable and reusable 

 Non-toxic 
 

 

Applications 

Ideal use on non-porous surfaces such as vinyl coated wallpapers, painted surfaces, glass, 
metal etc. It is also suitable for installation of household decorative materials such as poster, 
wall decorations, modelling etc. 

 

Technical Data 

Consistency : Solid 
Solubility in water : Insoluble 

 

 

Usage Instructions 

Application 

1. Clean the surface and ensure the surface is clean and dry. 
2. Tear off the needed amount. 
3. Pull and stretch it into a ball. 
4. Place it between the surfaces to be fastened. 
5. Press firmly to adhere onto the surfaces. 

 
Remove 

Gently roll off the surface and dabbing with a blob of All-TACK to remove any excess. Used All-
TACK can be re-used. 

 

Caution 

Do not use All-TACK on hand-stencilled wallpaper, silkscreen printed, absorbent, dusty, and 
loose surfaces. All-TACK may leave oil stain in absorbent material, but this can be removed 
using lighter fuel. Recommendations and suggestion are for guidance only. Keep away from 
children. Danger of confusion with chewing gum. 
 

Disclaimer 

Every endeavour has been made to ensure that the information given herein is true and reliable but it is 
given only for the guidance of our customers. The company cannot accept any responsibility for the loss or 
damage that may result from the use of the information, due to the possibility of variations of processing or 
working conditions and of workmanship outside our control. Users are advised to confirm suitability of this 
product by their own tests. 

 

Issuance Date 30/07/20 

Revision Date - 

Revision No. - 

Appearance: 

Strips of pads 
 
Chemical Base: 

Synthetic Polymer Base 
 
Colour: 

White 
 
Storage: 

Minimum of 12 months in 
tightly closed packing when 
stored in cool and dry 
place, below 30 °C. 
 
Shelf life: 

12 months  
 
Packaging: 
 

Content 
Inner 
box 

Quantity
/ carton 

AS-1400 
(35g) 

20 200 

AS-1401 
(50g) 

20 200 

AS-1402 
(80g) 

20 100 
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Visit product page: 
https://www.alsealmarketing.com/a
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